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CHAPTER 1: INTRODUCTION

HOW TO USE THIS ASSEMBLY GUIDE
Make sure to read this assembly guide in its entirety before 
configuring a loudspeaker system using pull-back. 

In particular, pay close attention to material related to safety 
issues. As you read this assembly guide, you will encounter 
the following icons for notes, tips, and cautions:

As you read these instructions, you will encounter the fol-
lowing icons for notes, tips, and cautions:

NOTE: A note identifies an important or useful 
piece of information relating to the topic under 

discussion.

TIP: A tip offers a helpful tip relevant to the topic 
at hand. 

CAUTION: A caution gives notice that an 
action may have serious consequences and 

could cause harm to equipment or personnel, or 
could cause delays or other problems.

Information and specifications are subject to change. 
Updates and supplementary information are available at 
www.meyersound.com.

Meyer Sound Technical Support is available at:

■ Tel: +1 510 486.1166

■ Tel: +1 510 486.0657 (after hours support)

■ Web: www.meyersound.com/support

■ Email: techsupport@meyersound.com

FACTOR OF SAFETY DISCLAIMER

Important: Read Carefully
Rated load capacities of the Meyer Sound rigging assembly 
for different splay angle settings are based on testing per-
formed by an independent testing agency, and on 5 to 1 
safety limit analysis to ultimate load performed by an inde-
pendent structural engineering firm. The ratings apply to the 
Meyer Sound rigging only. You are responsible for the safety 
factor required by local law for your installation, and for 
determining the adequacy of supporting structure "above 
the hook."  PERMANENT INSTALLATIONS MUST BE CERTI-
FIED BY THE ENGINEER OF RECORD FOR WIND AND 
SEISMIC LOADING. 

MAPP assumes the top grid is picked up by a front and rear 
motor along the perimeter of the grid, either directly to the 
middle pickup points or bridled at 45 degrees or greater to 
the grid's outermost pickup points. Other rigging configura-
tions may have reduced load capacity. These cases should 
be reviewed by proper personnel to verify load capacities for 
alternate configurations.

Bridle angles are measured between the bridle cable and 
top grid plane.

Center Bar Pickup Points

MAPP Factor of Safety calculations are made for peripheral 
top grid points -- either corner or middle -- depending on 
the top grid configuration. Using the center bar pickup 
points will result in reduced load capacity. These cases 
should be reviewed by proper personnel to validate the con-
figuration. 

Pull-Back Load Status
MAPP Load Status -- when using Pull-Back -- additionally 
takes into account the Pull-Back Load Status as an addi-
tional pass/fail criteria to determine the overall Load Status 
condition. The Vertical Pull-Back Load Status is the pass/fail 
criteria. The -10º/+10º status indicators provide the user of 
the tolerance that exists to each side of the vertical. For all 
purposes Pull-Back should be as close to vertical as possi-
ble as loads will vary. Deviations from a vertical Pull-Back 
should be reviewed by proper personnel to verify load 
capacities for alternate configurations. 

!
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CHAPTER 1: INTRODUCTION
Rig Point Spacing
When using Pull-Back, Rig Point Spacing values are calcu-
lated with reference to the front of grid position, which is the 
Reference Point Position value for the array at its final rest-
ing configuration.

LIMITATIONS AND DISCLAIMER 
The safety limit analysis provided by this program does not 
apply, and may not be relied upon, if your loudspeaker sys-
tem (1) has been improperly installed or maintained, (2) the 
rigging or loudspeakers of your system have been damaged 
prior to installation, (3) your indicated configuration of the 
system has been altered, (4) any weight has been added to 
your indicated configuration, or (5) your system is in an out-
door venue and remains installed during strong wind condi-
tions. MEYER SOUND ASSUMES NO RESPONSIBILITY 
FOR ANY PART OF AN INSTALLATION "ABOVE THE 
HOOK"  OR WHERE ANY OF THE FOREGOING LIMITA-
TIONS APPLY.
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CHAPTER 2: PULL BACK RIGGING INSTRUCTIONS

Executing a pull back requires balancing the loads of suspended arrays. By altering the momentary load on each motor to 
achieve a new stable configuration, this dynamically shifts the array’s center of gravity. These procedures ensure a safe tran-
sition from top grid suspension to full pull back.

NOMENCLATURE
The following figures define the rigging points used in these instructions.

Top Front and Rear of Array Center Rigging Points (left); Top Front and Rear of Array Bridled Rigging Points (right)

Rear View of Bridled Pull-Back Points
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 PULL BACK RIGGING OPERATING INSTRUCTIONS
TOP GRID TO PULL BACK RIGGING ARRANGEMENT

Assemble the Array
Before you can achieve a pull back rigging configuration, the full array must first be set up as a regular top grid rigging system.

1. Maneuver the top grid motors to assemble the full array with the intended splay angles.

2. Fasten any locking pins in place when appropriate. 

NOTE: Refer to each product’s rigging manual/operating instructions for specific rigging instructions and pro-
cedures.

Get the System Off the Ground
When the array is fully assembled including the pull back bar: 

3. Raise the array slightly above the ground. 

4. Inspect all links, pins, and rigging accessories.

5. Raise the array to trim height (resting height of array). 

During the transition, only the top rear of array rigging points will remain at a constant height. It is therefore essential to 
measure and set the trim height for these reference points.

TRANSITIONING
Transitioning can be divided into movement and load procedures. The symbols used are shown below. 

Symbols used for movement and load procedures
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 PULL BACK RIGGING OPERATING INSTRUCTIONS
Movement

To transition from top grid to pull back:

1. Use the top grid motors to raise the array to trim height.

2. Slack the front motor until achieving the maximum natural downward tilt. 

Make sure there is enough slack in the top front of array motor(s) to allow the added rotation introduced by the pull back. 

3. Pick up the slack of the pull back motor until it is under tension.

4. Without exceeding the rated pull back load, take the pull back motor up to the desired downward tilt angle.

NOTE: Make sure the downward tilt angle does not exceed the simulated configuration in MAPP XT. This may 
result in an unstable array or exceed the maximum rated pull back load. 

5. Pick up the slack of the top front of array motor points. 

Do not use the top front of array motors to pick up the top grid, change the trim height, or change the angle as that will 
alter the MAPP XT calculated loads.

NOTE: Removing the slack is only to ensure that any failure of the top rear of array motor will result in the load 
being picked up by the top front of array motor points.

Movement to transition from top grid to pull back

Step 1 Step 2 Step 3 Step 4 Step 5
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 PULL BACK RIGGING OPERATING INSTRUCTIONS
Load

1. Engage both top grid motors to take the complete load of the array.

2. When at trim height (top rear of array motor point reference), the load is fully transitioned to the top rear of array motor 
point(s).

3. Total array load is distributed between the top rear of array motor point(s) and the pull back rigging point.

4. The pull back rigging motor point load increases until it reaches the desired array downward tilt angle.

5. The top front of array motor point(s) should be tensioned with minimal load to avoid rattling and provide an extra safety 
rigging point.

NOTE: Changing the top of array pickup point from the rear to the front increases the pull back rigging motor point 
load and reduces array stability.

Load transition

Step 1 Step 2 Step 3 Step 4 Step 5
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 PULL BACK RIGGING OPERATING INSTRUCTIONS
TRANSITIONING FROM PULL BACK TO TOP GRID RIGGING

Movement

To transition from a pull back to standard top grid rigging configuration:

1. The is array is resting at the pull back position.

2. From the pull back position, slack the pull back motor until the array is hanging only from the top rear of array motor points.

Make sure there is enough slack in the pull back motor so this motor will never be under tension.

3. Pick up the slack of the top front of array motor points until the weight is distributed by all top grid motor points.

4. Lower all top grid and pull back motors at the same time.

Make sure there is enough slack in the pull back motor so it will never be under tension.

If necessary stop the downward motion on all motors and increase the slack of the pull back motor.

5. When the array is close to the ground, disconnect the pull back and disassemble the array.

CAUTION: To minimize potentially dangerous situations and prevent accidents, you must maintain all rigging 
gear and follow all safety procedures and local regulations. Replace worn or damaged parts and accessories 

immediately.

CAUTION: Factor of Safety Intermediate Data calculations provided by the MAPP XT program for Meyer Sound 
rigging configurations depend on the proper installation, maintenance, and use of the rigging.  Read all rigging 

instructions provided by Meyer Sound. Failure to follow these Operating Instructions, or failure to inspect, maintain, and 
repair all rigging parts and accessories will void Factor of Safety calculations.

NOTE: Local rigging regulations may require dead hanging all loads or providing safety links that bypass all 
motors. A dead hang uses a steel wire or chain to remove all load from the motor unit used to take the load to 

its dead hung position.

Pull back to top grid rigging

Step 1 Step 2 Step 3 Step 4 Step 5

!

!

7



Meyer Sound Laboratories Inc.
2832 San Pablo Avenue
Berkeley, CA 94702
+1 510 486.1166
www.meyersound.com

© 2018
Meyer Sound. All rights reserved.

Pull Back RiggingOperating Instructions
PN 05.083.008.01 RevA


	Chapter 1: Introduction
	How to Use This Assembly Guide
	FACTOR OF SAFETY DISCLAIMER
	Important: Read Carefully
	Center Bar Pickup Points

	Pull-Back Load Status
	Rig Point Spacing
	LIMITATIONS AND DISCLAIMER


	Chapter 2: Pull Back Rigging instructions
	Nomenclature
	Top Grid to Pull Back Rigging arrangement
	Assemble the Array
	Get the System Off the Ground

	Transitioning
	Movement
	Load

	Transitioning from Pull back to Top Grid Rigging
	Movement




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


